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Product description

SWL-47 (red)

SWL-55 (purple)

~ approximate g-rating

~ suitable for

~ approximate g-rating

~ suitable for

SWL-35 (orange)

Shockwatch Monitors

SWL-30 (green)

~ approximate g-rating

~ suitable for

~ approximate g-rating

~ suitable for

~ approximate g-rating

cartons up to 4.5kg and more than 1.35m³

SWL-65 (yellow)

cartons of 23.0-45.0kg and 0.31-1.35m³

cartons of 45.5-112.5kg and up to 0.135m³

~ suitable for

cartons of 113.0-450.0kg and more than 0.4m³

cartons of 11.7-22.5kg and 0.135-1.35m³

cartons of 4.5-11.25kg and up to 0.03m³

cartons up to 4.5kg and 0.135-1.35m³

cartons of 4.5-11.25kg and 0.03-0.4m³

50

cartons of 11.25-22.5kg and up to 0.135m³

cartons of more than 451.0kg and more than 0.4m³

Self adhesive label product incorporating a glass tube that fills with red

dye if subjected to g-force equivalent to a fall from a predetermined height.

Capsule sensitivity is indicated by the label colour as shown below.

cartons of 11.25-450.0kg and up to 0.03m³

100

cartons up to 4.5kg and up to 0.135m³

75

cartons of 4.5-11.25kg and more than 0.4m³

All information and recommendations are provided to the best of our knowledge, on the basis of our practical experience.

Nevertheless we can make no warranties, expressed or implied, including but not limited to any implied warranty of merchantability or fitness for a particular purpose.

The user is therefore responsible for determining whether the product is fit for a particular purpose and suitable for the user’s method of application.

38

cartons of 45.5-112.5kg and 0.135-1.35m³

cartons of 113.0-450.0kg and 0.03-0.4m³

cartons of more than 450.0kg and 0.03-0.4m³

20

cartons of 45.5-112.5kg and more than 1.35m³


